
Obráběcí centra > vertikální > JOMACH 16

Inv. číslo: 108439
 Typ: JOMACH 16
 Parametry: 6000 mm, 3000 mm
 Výrobce: JOBS
 Rok výroby/SO/GO: -/-/-
 Lokalita: Česká republika
 Popis: Stroj je v dobrém technickém stavu, možno vyzkoušet pod proudem. 

Pojezdy v osách X,Y,Z: 6000x3000x3000 mm  6 OS je určena k
obrábění lehkých materiálů: umělé dřevo, prysky, MDF desky,
polystyren a je schopno ofrézovat kompletní model osobního
automobilu.  Upínací kužel ISO 40   Otáčky vřetene: 12 000 ot/min.    –
elektro-vřeteno firmy Omlat – náhradní vřeteno je dispozici   Řídící
systém: Hedenhain TNC 530 – přestavba v roce 2007 Pinola: zdvih
60mm    The machine is in good technical condition, can be tested
under power.  X,Y,Z axes: 6000x3000x3000 mm  The 6 OS is
designed to machine light materials: plastic wood, resins, MDF boards,
polystyrene and is capable of milling a complete model of a passenger
car. The clamping cone ISO 40  C0uhkt9n  Spindle speed: 12 000 rpm.
- Electric spindle from Omlat - spare spindle available  Control system:
Hedenhain TNC 530 - rebuilt in 2007 Pinola: 60mm stroke
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