
Obráběcí centra > vertikální > DMF 260/11

Inv. číslo: 108474
 Typ: DMF 260/11
 Parametry: 2600 mm, 1100 mm
 Výrobce: DMG
 Rok výroby/SO/GO: 2016/-/-
 Lokalita: Slovensko
 Popis: Stroj v dobrém technickém stavu, po dohodě možnost odzkoušení. 

Stroj má vyměněné vřeteno, kuličkové šrouby na ose :X: a :Z: a
lineární vedení na ose :X a Z ke stroji je také digitální odměřovací
sonda. Házivost vřetene je 0.006mm.  Počet nástrojů: 30.  Řídicí
systém: Heidenhain iTNC530  Doba zapnutí: 6965 h  Provozní hodiny:
13099 h  Délka pracovního stolu: 3200 mm  Šířka pracovního stolu:
1100 mm  Maximální zatížení stolu (rovnoměrné): 4000 kg  Výkon
pohonu vřetena: 14 kW  Zdvih osy X: 2600 mm  Zdvih osy Y: 1100 mm
Zdvih osy Z: 900 mm  Otáčky vřetena: 8000 1/min  Držák nástroje:
SK40  Hmotnost stroje: 26850 kg  The machine is in good technical
condition, it is possible to test it by agreement.  The machine has a
replaced spindle, ball screws on the :X: and :Z: axis, and the linear
guide on the :X and Z axis to the machine is also a digital measuring
probe. Spindle throw is 0.006mm.  Number of tools: 30.  Control
system: Heidenhain iTNC530  Switch-on time: 6965 h  Operating
hours: 13099 h  Length of work table: 3200 mm  Work table width:
1100 mm  Maximum table load (uniform): 4000 kg  Spindle drive
power: 14 kW  X-axis stroke: 2600 mm  Y-axis stroke: 1100 mm  Z-axis
stroke: 900 mm  Spindle speed: 8000 1/min  Tool holder: SK40 
Machine weight: 26850 kg
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