
Stroje na ozubení > brusky na ozubení > ZFWD 160G

Inv. číslo: 108674
 Typ: ZFWD 160G
 Parametry:
 Výrobce: Heckert
 Rok výroby/SO/GO: 1980/-/-
 Lokalita: Česká republika
 Popis: Technické detaily:   Max.délka obrobku: 1100 mm   Vzdálenost mezi

hlavami: 160 — 1180 mm   Maximální výška středu vřetena: 330 mm  
Maximální hmotnost obráběného obrobku: 100 kg   Max. velikost
obrobku (prům. x délka) 300 x 980 mm   Počet frézovacích hlav : 2
Počet horizontálních hlav   Počet centrovacích hlav: 2 č. horizontální
typ   Rozsah otáček frézovacího vřetena: 20- 2000 ot./min   Napětí:
380/400 V, 50/60 Hz   Příkon: 20 kW   Rozměry: 4500 x 2000 x 1500
mm   Hmotnost stroje: 4,5 t.      Technical details:      Max.length of
workpiece : 1100 mm      Distance between Heads: 160 — 1180 mm    
Max center heigh of spindle: 330 mm      Max weight of machining
workpiece: 100 Kg      Max size of workpiece (diam. x length) 300 x
980 mm      Number of milling Heads : 2 No. horizontal Heads     
Number of centering Heads: 2 No. horizontal type      Milling Spindel
speed range: 20- 2000 rpm      Voltage: 380/400 V, 50/60 Hz      Power
requirement: 20 kW      Dimensions: 4500 x 2000 x 1500 mm     
Weight machine: 4.5 tn
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